
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 

 Accurate data from phased array antenna systems  
 

 Reliable measurements over huge ocean areas  
 
 Multi-purpose system for various offshore applications  
 

 Shore-based system, easy to install and maintain  

Ship Detection and Tracking Beyond the Horizon 

Protect your EEZ and identify fishing pirates or smugglers far behind the horizon 

 

The high-frequency over-the-horizon radar HELZEL-OTHR uses the 
fast and accurate software beam-forming that allows time sensitive 

applications such as ship detection.  

The low-noise non-interrupted FMCW operation mode provides  
the best range/power performance on the OTHR market.  

This allows the operation with quite low power levels  
to get a range of 200 nautical miles. 

The open data interface enables system integrators  
to use the provided data for ship tracking  

in multi-sensor networks. 

Over-the-horizon Ship Detection Radar 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 

OTHR real-time features  
The over-the-horizon radar HELZEL-OTHR is based on the radar core 

of the ocean radar WERA. For OTHR an enhanced antenna system 

and rf-power boosters are used to optimize the range and detection 

performance. A special real-time software package for ship detection 

provides an update rate of 33 seconds. An on-site tracker is used to 

identify the relevant detections which can be integrated in a coastal 

surveillance system. At the central station a Multi-sensor tracker helps 

to identify suspicious ships.  

Integration into national coastal surveillance systems 

The experience obtained from several independent scientific and 

research studies (including the NATO research centre CMRE) has 

shown the high performance and reliability of the HELZEL-OTHR 

system for coastal surveillance. For an operational system the 

HELZEL-OTHR signal processing carries out the detection and 

tracking procedures already on-site in real-time. This strongly reduces 

the amount of data to be transferred to the central station. At the 

central station, the radar tracks need to be compared with data 

received from AIS transmitters to distinguish cooperative from non-

cooperative targets.    

Technical Performance 
The FMCW operation mode provides data from near shore (1 NM) to 

maximum range (up to 200 NM). 

The detection range depends on operating frequency, target size and 

environmental conditions. The given ranges are obtained from 

measurements with WERA* and HELZEL-OTHR systems. 

*The first WERA tests were carried out with lower power and smaller 

antennas.  

Detection range mostly depends on operating radar frequency  

   65 NM @ 12 MHz (validated data, published) 

   90 NM @   8 MHz (validated data, published)  

 125 NM @   6 MHz (validated but classified) 

 210 NM @   4 MHz (extrapolated) 

 

Generally all OTHR systems show a significant day to night range 

variation getting better at higher frequencies. For this reason it is 

recommended to use the highest possible frequency for the specific 

application or use a dual frequency approach. 

Typical (max/min ranges) for large vessels: 

      Day / Night   

  50 NM /   80 NM  @ 12 MHz (validated data, published) 

110 NM /   65 NM  @   8 MHz (validated data, published)  

160 NM /   90 NM  @   6 MHz (validated but classified) 

260 NM / 160 NM  @   4 MHz (extrapolated) 

The sensitivity to detect smaller targets improves with increasing 

operating frequency. Targets without any vertical metallic structure 

can’t be detected, e.g. rubber, wooden or plastic boats.  

Protect your EEZ and identify fishing pirates or smugglers far behind the horizon 
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Dual radar ship tracks for 12-MHz WERA systems at the 
German Bight. Data taken from a scientific paper of  

S. Maresca (NATO Science and Technology Organization) 
and J. Horstmann (Helmholtz-Zentrum Geesthacht) 

The accuracy of ship positions compared with AIS reported 
locations is about 400 m for 50 % of all targets and  
better than 1.5 km for 86 % of all detected targets.  

(Data from a single 8 MHz WERA system, published by  
A. Dzvonkovskaya, Hamburg University of Technology) 

The range for ship detection strongly depends on the operating 
frequency and is affected by external noise and interference 

which varies with the day/night cycle.  



 
 
 
 
 
 

Date Development step Published 

1995 First experiments with new low noise radar concept Yes 

1999 Industrialized WERA systems Yes 

2004 
First ship detection experiments by University of 
Hamburg 

Yes 

2006 
Raytheon uses WERA at Germany Bight for ship 
tracking tests 

Classified 

2007 
Start of Ship detection and tracking software 
development at HELZEL in co-operation with EADS 
and University of Hamburg  

Yes 

2008 
French researchers are using WERA for ship 
detection evaluations  

Yes 

2009 
NATO Research center (NURC) starts evaluation 
with WERA and develops multi-sensor tracker 

Yes 

2010 
WERA is registered as Dual-use instrument at 
German Export Control Authority (BAFA)   

Yes 

2011 First export of WERA systems for ship tracking Classified 

2011 
NATO Research (CMRE) and Helmholtz Institute 
Geesthacht started WERA ship tracking evaluation 
in German Bight (on-going) 

Yes 

2011 
First OEM contract with another radar manufacturer 
to use the WERA radar core for their product. Today 
two additional partner agreements are active.  

No 

now 

Including the civil applications of the dual-use 
HELZEL-OTHR system, the WERA radar core is 
used in more than 100 systems world-wide with 
more than 5 Mio operating hours. 

Yes 

 

 

 

 

 

 

10 years statistics since 2007 from SHOM, France  

Reported Failures  
causing “system down” during 10 years of operation  

3 

Reported Minor Failures  
without losing data but requiring action    

8 

Resulting MTBF 28,800 h 

 
 
 
 

Development History of HELZEL-OTHR Ship Detection and Tracking 

The System based on a concept developed at the University of Hamburg in 1995 by Prof. Gurgel 

Customer reported Data Availability, Data from two 12 MHz WERA Systems, SHOM*, France 

*Service Hydrographique et Océanographique de la Marine    www.shom.fr 

 

Rx Antenna array for 12.3 MHz 
installed at the French Atlantic coast. 

Rx antenna array at the German 
coast on Wangerooge island 
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All relevant system parameters, including antennas and cables are regularly monitored. This allows the 

implementation of an effective preventive maintenance system and ensures the required highest system and 

data availability.   

All HELZEL-OTHR systems can be configured for multi-frequency operation. A dual frequency operation is 

strongly recommended for ship tracking applications. 

A frequency management system is integrated to react on variations of the external interference situation.  

If a monitored area is covered with two stations (as displayed below), in case of interference through external 

jammers it is possible to combine the bearings from both stations and locate the jammer.  

Bi-static options are available to enhance the detection coverage or range. This technique can be used as 

well to reduce the requirement of the occupied coast area for the antenna systems.  

MIMO antenna configurations are available, to be used to further improve the beam width (smaller aperture) 

which increases the range and accuracy. MIMO techniques can be used in combination with shorter antenna 

arrays as well (e.g. 8 antennas) resulting in a performance like a 16 antenna system.    

The open data interface allows an easy integration of the OTHR data.  

Through our partner network we can offer all required system integration and data analysis software including 

the identification of suspicious target behaviour.   

 

Multi Sensor Plot generated from two OTHR stations at the German coast combined with AIS tracks. 

Data kindly provided by CMRE (NATO research) and Helmholtz Institute (HZG). 

 
HELZEL-OTHR systems in general can be used for oceanographic applications as well providing additional 
valuable data for applications like Tsunami Warning, Search & Rescue. Ocean current drift prediction software 
allows to back-track drifting objects, e.g. debris of lost planes or ships. In combination with Hydrodynamic 
models it is even possible to provide drift predictions.      
 
 
Note: HELZEL-OTHR systems are military grade dual-use systems and thus an export license from the German authorities is required.  
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Easy integration of HELZEL-OTHR data into coastal surveillance networks 

Radar coverage  
green – HELZEL-OTHR  

grey – AIS tracks 

10 km 

Wangerooge 

Büsum 


